
L’instrumentation des capteurs de pression est à proscrire sur les sites présentant une forte variabilité 

de la densité de l’eau dans le temps. Ceci concerne particulièrement les entrées de rivières maritimes où 

l’influence de l’eau douce peut être forte. En effet, la pression mesurée par le capteur est due au poids

de la colonne d’eau au-dessus du capteur et à la pression atmosphérique. De fait, la détermination

de la masse volumique (la densité) est un facteur important dans la précision des mesures.

Une variation de 2 % de la masse volumique liée par exemple à l’influence fluviale dans un estuaire 

provoque une variation identique sur la mesure de pression ; soit, pour une détermination de 

hauteur de l’ordre de cinq mètres, une erreur sur le calcul de hauteur d’eau totale de 2 à 5 cm.
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Observatoire marégraphique de Port Camargue (30)

Propriétaire de l’observatoire : MEDDE/DREAL Languedoc Roussillon

Lun Mar Mer Jeu Ven Sam Dim
1 2 3 4 5 6

coef. matin 108 coef. matin 102
coef. soir 106 coef. soir 98 coef. matin 92

7 8 9 10 11 12 13

14 15 16 17 18 19 20

coef. matin 91 coef. matin 95 coef. matin 96
coef. soir 93 coef. soir 96 coef. soir 95 coef. matin 93

21 22 23 24 25 26 27

L. de Pâques coef. soir 91

28 29 30

coef. matin 94 coef. matin 98 coef. matin 98
coef. soir 97 coef. soir 99 coef. soir 96
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